



Part 1 ---General

1.1. SUMMARY

A. Section Includes exterior accordion folding, side stacking Hurricane/security, Accordion Shutter protection

1.2 SUBMITTALS

A. Product Data: Submit Manufacturer’s complete product data for all specified components including specifications, finish information and installation instructions.

B. Shop Drawings:  Submit shop drawings showing layout, sizes, and types, product materials, components and accessories, fabrication data, finishes, rough-in dimensions, anchorage, and installation, requirements and details.

C. Samples / Colors: Submit minimum six inch length of blade and track section.  Include manufacturer’s standard array of color finishes for selection by Architect.

D. Quality Assurance Submittals:

a. Certificates:  Manufacturer’s certification that design criteria meets specified requirements.
b. Operating and maintenance instructions:  Submit detailed maintenance requirements and operating instructions

c. Warranty: Submit Specified warranty documents.

1.3 QUALITY ASSURANCE

A. Installer Qualifications

a. Use only manufacturer’s factory trained installers or qualified licensed installers approved by shutter manufacturer.

B. Regulatory Requirements

a. Comply with all local and governing code requirements.

b. Unless required otherwise, fabricate to withstand wind loads that carry an equal than or greater than rating as component and cladding of walls.

c. Pre-Installation Conference:  Conduct a pre-installation meeting to verify project installation and coordination requirements, field conditions, and manufacturer instructions.
1.4 Delivery, Storage, and Handling

A. Deliver components in manufacturer’s original, unopened, undamaged containers with identification labels intact.  Store components protected from harmful weather conditions and damage from other construction activity.

1.5 Project Conditions

A. Field Measurements:  Verify actual measurements of openings by field measurements before fabrication.  Show recorded measurements on shop drawings.

1.6 Warranty

A. Manufacturer’s Warranty: Submit, for Owner’s acceptance, manufacturer’s standard warranty document executed by an authorized company official.

a. Warranty period…………….years.      

Part 2— Products

2.1 Source Product/Manufacturer
A. High Velocity™ Hurricane Protection Systems, 3390 Mercantile Avenue Naples, Florida 34104 (239)-403-2650 fax (239)-403-2653 
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2.2 Hurricane Protection Systems

A. High Velocity™ Category 5® Accordion Shutter System


a. Reference Category 5® Accordion Shutter NOA# 04-1220.03
B. Shutter Operation:  Manual or Motorized

C. Shutter System Components/ Materials


a.  Category 5™ Folding Accordion Shutter:  Extruded Aluminum; curtain formed of interlocking slats with continuous pivot hinged edges, with center hollow blade extrusion to accept dual axis wheel truck, symmetrical top & bottom tracks
1. Blades; 6063 T6 Extruded Aluminum with center hollow extrusion; to accept wheel assembly, Blade width =4.881” with a thickness of .062”

2. Top Track;  6063 T6 Extruded Aluminum, .125 wall thickness, with wheel/bushing groove directly in center of the track, .125 wall thickness
3. Bottom Track; two piece track assembly which consists of the expansion base and the floor track;  6063 T6 Extruded Aluminum, .125 wall thickness, 

4. Wheel Truck Assembly;   Dual Axis wheel carriage manufactured by High Velocity™ to specifications using high impact nylon and stainless steel fasteners.

5. Bushings;  Nylon 66™  

6. Fasteners; 18-8 Stainless Steel or Specially coated carbon steel to resist corrosion

2.3 Shop Finish


A. Electro Static applied paint meeting AAMA 2603

B. Flex Paint for Top & Bottom Tracks

C. Color:  WHITE, IVORY, BEIGE, BRONZE (as selected by architect)

Part 3—Execution
3.1 Examination

A. Verify conditions of substrates to determine if acceptable for shutter installation in accordance with manufacturer’s instructions.  Correct all unsatisfactory conditions prior to commencing shutter installations.
3.2 Installation

a. Install track and all shutter components to comply with project shop drawings and manufacturer’s written installation requirements.

b. Where metal surfaces are in contact with masonry, concrete or dissimilar metals protect with manufacturer’s recommended isolation coatings or tape.

B. After installation, lubricate, test, and adjust shutter components to operate properly and free from distortion.

3.3 Cleaning

A. Clean installed components in accordance with manufacturer’s instructions prior to Owner’s acceptance.  Properly remove from the site all debris remaining from the installation.

B. Inadequate surface cleaning will result in corrosion formation and potential structural integrity damage.
3.4 Protection

A. Comply with manufacturer’s recommendations and protect completed shutter installations from damage during remaining construction so as not to void warranty.

